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9.  ALL HOSE ATTRIBUTES ARE METRIC [ENGLISH]. 8.  WHEN HOSE IS USED IN CONJUNCTION WITH BAND CLAMPS,     OPERATING PRESSURE SHALL NOT EXCEED 3 BAR [50 PSI]. 7.  WHEN HOSE IS USED IN CONJUNCTION WITH BAND CLAMPS,     OPERATING PRESSURE SHALL NOT EXCEED 5 BAR [70 PSI]. 6.  WHEN HOSE IS USED IN CONJUNCTION WITH BAND CLAMPS,     OPERATING PRESSURE SHALL NOT EXCEED 7 BAR [100 PSI]. 5.  VACUUM RATING: 711 MM OF MERCURY [28 INCHES OF MERCURY]. 4.  TEMPERATURE RANGE:       -40°C TO +135°C  [-40°F TO +275°F];      CONSULT EATON FOR MAXIMUM TEMPERATURE RECOMMENDATIONS FOR CHEMICAL TRANSFER SERVICE.  3.  EXAMPLE OF LAYLINE IDENTIFICATION: FOR 12 SIZE,      INK TRANSFER:           "Weatherhead by Danfoss H03912 19.0 MM (0.75 IN) DN19 Dura-Tuff Exceeds SAE 100R4, ABS           MSHA IC-84/19, USCG   (PRESSURE GAGE) 21 BAR (305 PSI) (TEMP GAGE) -40°C to +135°C           (-40°F to +275°F) (BEND LOGO) 1/3 Bend FITTING SERIES (FITTING LOGO)".      INK-JET:          "YYYY-MM-DD MADE IN USA -/-// LOT CODE". "YYYY-MM-DD MADE IN USA -/-// LOT CODE". YYYY-MM-DD MADE IN USA -/-// LOT CODE". 2.  APPLICATION:        SUCTION APPLICATIONS FOR HYDRAULICS, CRUDE FUEL,         LUBRICATING OILS, GASOLINE, AIR, WATER AND CHEMICAL TRANSFER.    1.  CONSTRUCTION:        CPE RUBBER INNER TUBE, FABRIC REINFORCEMENT, SPIRAL BODY WIRE,         FABRIC REINFORCEMENT AND SYNTH (NBR/PVC) RUBBER COVER. 
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1) I.D. WAS 19.1 [.75] 2) UPDATED OPERATING    PRESSURE FOR ALL DASH    SIZES. 3) UPDATED BURST    PRESSURE FOR ALL DASH   SIZES. 4) REVISED NOTE #3
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1) 31 [1.22] WAS 32.5[1.28]. 31 [1.22] WAS 32.5[1.28]. 2) REMOVED (SHOP ORDER #) REMOVED (SHOP ORDER #) FROM LAYLINE IDENTIFICATION.
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1) MSHA APPROVAL CODE     WAS MSHA IC-84/24.
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ANY INFORMATION, INCLUDING, BUT NOT LIMITED TO INFORMATION ON SELECTION OF PRODUCT, ITS APPLICATION OR USE, PRODUCT DESIGN, WEIGHT, DIMENSIONS,  CAPACITY OR ANY OTHER TECHNICAL DATA IN PRODUCT MANUALS, CATALOGUES DESCRIPTIONS, ADVERTISEMENTS, ETC. AND WHETHER MADE AVAILABLE IN WRITING,  ORALLY, ELECTRONICALLY, ONLINE OR VIA DOWNLOAD, SHALL BE CONSIDERED INFORMATIVE, AND IS ONLY BINDING IF AND TO THE EXTENT, EXPLICIT REFERENCE IS  MADE IN A QUOTATION OR ORDER CONFIRMATION. DANFOSS CANNOT ACCEPT ANY RESPONSIBILITY FOR POSSIBLE ERRORS IN CATALOGUES, BROCHURES, VIDEOS AND OTHER  MATERIAL. DANFOSS RESERVES THE RIGHT TO ALTER ITS PRODUCTS WITHOUT NOTICE. THIS ALSO APPLIES TO PRODUCTS ORDERED BUT NOT DELIVERED PROVIDED THAT  SUCH ALTERATIONS CAN BE MADE WITHOUT CHANGES TO FORM, FIT OR FUNCTION OF THE PRODUCT.  ALL TRADEMARKS IN THIS MATERIAL ARE PROPERTY OF DANFOSS A/S  OR DANFOSS GROUP COMPANIES. DANFOSS AND THE DANFOSS LOGO ARE TRADEMARKS OF DANFOSS A/S. ALL RIGHTS RESERVED.
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1) UPDATED O.D. VALUES FROM MAX. TO REF FOR ALL SIZES. 2) UPDATED NOTE #3 FOR LAYLINE IDENTIFICATION. 3) SUBTITLE 1 WAS "2 FABRIC PLY, WIRE INSERTED".
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